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1.0 Introduction 

 
Wagner Soil Testing has recently completed a Level One Overview of Earthworks, in accordance 
with the requirements of AS3798 – “Guidelines on Earthworks for Commercial and Residential 
Developments” for Lilywood Northern Bulk Earthworks – Stage 8 – 9. 
 
Controlled fill (as defined in AS 2870) was placed by BMD Urban. Stripping instructions, proof 
rolling, and compaction control testing was carried out by Wagner Soil Testing (on a fulltime 
basis) during all earthwork’s operations. Our onsite supervision component excludes assessments 
of fill quality and engineering properties that are outside the requirements of AS3798 – 2007, 
including CBR values and soil reactivity. 
 

2.0 Site Description 
 

The site is located at Craig Road, Caboolture Qld 4510. The general location of the site is shown 
in the attached site plans (Appendix 1). The site is bound by existing residential developments. 
 

2.0 Foundation Preparation 
 

3.1 Site Stripping 
 

Vegetation, topsoil, and organic rich materials were stripped and stockpiled onsite prior to the 
commencement of filling operations. As a safety factor several test pits were excavated in the 
proposed fill area to assess subsurface conditions & no significant issues were noted during this 
phase. 
 
3.2 Proof Rolling 

 
All stripped areas were proof rolled prior to any fill placement. Any compressible areas with 
apparent movement were excavated to a firm base before any fill being placed. 
 

4.0 Controlled Filling 
 

Fill materials (on-site) were compacted using a medium sized pad foot roller in layers not 
exceeding 0.3m loose. The natural ground in the areas of filling generally comprised of Insert 
Silty Clay (CH) & Silty Sandy Clay (CI – CH) The fill material used was generally as above. 
Moisture contents of all fill material placed was monitored by Wagner Soil Testing. Total 
volumes of fill reached 5,293m³. 
 

5.0 Compaction Control Testing 
 

Compaction Control Testing was carried out by Wagner Soil Testing. Testing was carried out in 
accordance with the requirements of AS3798 Table 5.1 (Minimum Relative Compaction) and 
Table 8.1 (Frequency of Field Density Tests). During the works, forty-eight (48) Field Dry Densities 
were carried out on fill materials together with Dynamic Cone Penetrometers  



 

 

 
 
(DCP’s) over the filled zones periodically & at the completion of earthworks operations to help 
quantify bearing capacities. 

 

6.0 Field Density Results 
 
All Nuclear Field Densities carried out on the fill indicated Density Ratios greater than 
the specified requirement of 98% (standard compaction) & AS3798 Table 5.1. 
 
7.0 Report on Filling Operations 

 
The results obtained from Compaction Control Testing, together with observations made during 
earthworks operations indicate that all fill materials were placed in a controlled manner in 
accordance with good engineering practices. The earthworks have been carried out to meet the 
requirements of Level 1 Certification as per AS3798 – “Guidelines on Earthworks for Commercial 
and Residential Developments”. 

8.0 Notes 
 

Certified / Controlled (Level 1) Fill is only an assurance of its density. There are sites where long-
term consolidations of fill can occur, unrelated to its actual density. Sites where fill has been placed 
over inferior material and sites where the depth of controlled fill varies dramatically over short 
distances are sites where differential consolidations must be considered. Although all Field 
Densities carried out reached density ratios greater than 98% as required, some material still may 
have bearing ratios below 100kPa as per AS2870 – Residential Slabs & Footings depending on 
material composition, and unfavourable site classifications and low subgrade design strengths 
still may be encountered. 

All compacted fill is subject to secondary (creep) settlement, which is relational to the depth of 
the fill. Estimated secondary settlement may be of the order of 1% to 2% of the total fill height 
over 15 years. There is a possibility that additional fill has been placed after the date of the last 
field density test or at times when Wagner Soil Testing has not been notified that filling operations 
are in progress. The installation of services may cause disruption of the compacted fill. 

Unless otherwise stated, Level 1 Certification does not address trench backfill operations, batter 
slope stability, retaining wall backfill, global stability analysis, acid sulfate testing and or 
management. The “supervision” component of this Level 1 Report is not NATA endorsed. Wagner 
Soil Testing must be contacted if any site levels are modified whatsoever. It is the client’s 
responsibility to maintain site drainage after the issue of this report. 

A full geotechnical site investigation / classification and foundation design for the specific ground 
conditions should be carried out by suitably qualified or experienced personnel prior to building. 
This service can be provided, if required, by contacting Wagner Soil Testing.



 

 

 

9.0 Constraints 
 

This report was produced for the sole use of BMD Urban. This report should not be used by or 
depended upon for other projects or purposes on the same or other projects or by a third party. In 
the preparation of this report Wagner Soil Testing has relied upon information provided by the 
client and or their agents. 

The results provided in this report are indicative of the subsurface conditions on the site only at 
the specific sampling or testing locations, and then only to the depths investigated along with the 
time the work was carried out. It is known that subsurface conditions can suddenly change due 
to irregular geological processes and as a result of human influences. Such changes may occur 
after Wagner Soil Testing’s field testing has been completed. 

Certain ground conditions and the materials behaviour observed or contained at the test locations 
may alter from those which may be encountered elsewhere on the site. Should variations in 
subsurface conditions be encountered, then additional advice should be sought from Wagner 
Soil Testing and if required, amendments made. 

Wagner Soil Testing cannot be held responsible for interpretations or conclusions made by 
others unless they are supported by an expressed statement, interpretation, outcome, or 
conclusion given in this report. 

To establish a geotechnical model as per AS1726-2017-5.2 we require extra testing. No 
differential settlement estimates have been calculated for this site. However, the designer must 
consider potential differential settlement across individual lots in relation to this Level 1 Report. 

For further technical support regarding this Geotechnical Report please contact Mr. Dean 
Wagner of Wagner Soil Testing. 

 

 

 

 

 

 

 

 

 

 
Dean Wagner 
Managing Director 
Wagner Soil Testing 



 

 

 
 

 

Appendix 1: General Layout Plan  
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LEGEND

AREA OF CUT

EXISTING SURFACE CONTOUR (0.5m INTERVALS)64.0

66.0 DESIGN SURFACE CONTOUR (0.50m INTERVALS)

AREA OF FILL

D
C
B
A

RT MH MH 08.08.24AA DN900 EARTHWORKS ADJUSTED
RT RA MH 16.05.24AA EARTHWORKS ADJUSTED TO SHOW DN900 EARTHWORKS EXISTING
RT AA MH 04.04.24AA ISSUED FOR APPROVAL
RT AA MH 25.03.24AA ISSUED FOR APPROVAL

24.01.24RAAARTAA

16633MAX HOOPER

FOR APPROVAL

NORTHERN BULK EARTHWORKS
08.08.24 22-000082_NBEW

OVERALL LAYOUT PLAN
NORTHERN BULK EARTHWORKS

  
 

D1100

SEWER PUMP
STATION SITE

CUT & FILL VOLUMES
(VOLUMES BETWEEN EXISTING AND BOXING SURFACE,
NO STRIPPING OR BULKING FACTORS USED)
CUT - 179,597m3

FILL - 106,570m3

EXPORT TO ORCHARD SITE - 45,000m3

EXPORT OFF SITE - 28,027m3

FLOOD HAZARD - HIGH

D

D

EXISTING BULK EARTHWORKS ASSOCIATED WITH DN900 TRUNK
GRAVITY SEWER COMPLETED FOR AND ON BEHALF OF
UNITYWATER UNDER THE WATER INFRASTRUCTURE AGREEMENT

EXISTING BULK EARTHWORKS ASSOCIATED
WITH LINEAR TRUNK SEWER

Docusign Envelope ID: 29B49C1B-DC66-4377-9A23-B7ED3B4FF2FF




